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Environmental Risk Assessment – Wash Plant.
Issue date: May 2025.
Review date: May 2026
	SOURCE
	PATHWAY
	RECEPTOR
	MAGNITUTE OF RISK
	RISK MANAGEMENT
	RESIDUAL RISK

	Noise and vibration from the wash plant
	Noise through the air and vibration through the ground
	Local human population
	Medium
	Plant only used when necessary. Noise and vibration local to the area of use and does not cause pollution or nuisance off site as per permit conditions
	Low.

	Vehicle movements around the wash plant.
	Vehicle movements throughout the site and the movement of waste around the wash plant.
	Local human population/ workforce risk of bodily injury or death.
	Medium 
	Traffic management plan in place training given to all staff. PPE must be worn. Reversing beacons and cameras used. No pedestrian access on site.
	Low

	Accidental fire and/or arson from the wash plant
	Smoke transient in air, run off from sire fighting to groundwater
	Local environment and human health of local population
	Medium 
	All plant and machinery is maintained and serviced as per the maintenance plan. CCTV installed and site gates locked and secured out of hours. Fire extinguishers kept neat all plant and in machinery in case of emergency.
	Low.

	Leaks or spills from equipment -wash plant
	Land and groundwater
	Local environment
	High 
	Service and maintenance plan on all equipment. All plant and machinery checked before use as part of the startup procedures. Spill kits available on site and all staff trained to follow spill response procedure.
	Low
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