
 

COLPROCESS1: Flow Chart for the operation of a cardboard and plastic 

baler 

Equipment used: Vertical Mill Size Baler   Equipment Location: Warehouse 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

             

             

             

           

 

The baler is predominantly for bailing card although some non hazardous dry plastic can also be 

baled. Only those personnel with suitable training including manual handling can operate this 

machinery.  

Place the cardboard / dry plastic into the baling chamber. Close and secure the door, then press 

the start button. 

When the process is complete the bale full light will illuminate. Stop the machine and open the 

chamber in order to wrap the bale with the bale wire 

 

Eject the mill size bale from the machine and place onto a pallet. The number of bales created must 

be recorded on the designated form. 

Complete the daily check sheet before use and report any defects to the site supervisor.  Only 

operate if safe to do so. Operate the machine as per the manufacturer’s instruction.  

Before the cardboard or plastic is to be baled it must be visually checked and any contaminants are 

removed and separated into a separate container for disposal.  

Following items MUST be removed 

from the cardboard before it can be 

baled: 

 Metal 

 Wet / contaminated 

cardboard 

 Plastic strapping 

 

Following items MUST be removed 

from the Plastic before it can be 

baled: 

 Metal 

 Contaminated Plastic 

 Ensure that the same type of 

plastic is baled together (i.e. 

plastic bags must not be 

baled with plastic wrap) 

 



 

 

COLPROCESS1: Flow Chart for the operation of a Polystyrene Compactor 

Equipment used: BDL CP370 Expanded Polystyrene Compactor  

Equipment location: Warehouse 

 

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

   

 

Before starting this process, you must ensure there is enough polystyrene to feed into the 

compactor, as the machine must run for approximately 10 minutes to be able to produce 

compacted polystyrene. Only those personnel with suitable training including manual handling can 

operate this machinery. 

The bags of polystyrene must be emptied onto the sorting table. The following material MUST be 

removed before it is fed into the hopper: 

 Metal 

 Plastic 

 Wood 

 Foam 

 Contaminated polystyrene 

 Tape 

When the polystyrene briquette has been compacted to approximately a width of a pallet, it should 

be cut using cutting equipment and stacked on to a pallet. The number of briquettes must be 

recorded on the designated form. 

Daily checks must be carried out before the machine can be switched on. Report any defects to 

the site supervisor. Only operate if safe to do so and as per the manufacturer’s instruction. 

Start the machine. The blades should now be rotating and is ready for the polystyrene to be fed 

into the hopper. 



 

 

COLPROCESS1: Flow Chart for the Operation of a 360° Grab 

Equipment used: FUCHS MHL350   Equipment Location: Corner of rear yard 

 

 

 

Only those personnel with suitable training for a 360° Grabber can operate this machinery. 

The non hazardous scrap electrical items that are not suitable for re-use are stored in the 

designated area near the 360° Grabber.  

Daily checks must be carried out before the machine can be switched on. Report any defects to 

the site supervisor. Only operate if safe to do so and as per the manufacturer’s instruction. 

The waste electrical items are bulked up and transported to an approved AATF for full metal 

recycling. All loads must be weighed and recorded on the designated forms. 

The non hazardous scrap electrical items are bulked up and crushed when picked up by the 360° 

grabber, which then rotates to dispose of the items into a nearby ejector trailer. 


