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Cawingredients Noise Assessment Overview 
Summary 
 
Following a review of the noise levels associated with the new activities on site, it has been 
concluded that no significant increase in noise level is expected under the current proposed working 
methodology and equipment. The nature of the canning production activities do not vary 
significantly from those already undertaken on site. An increase in frequency of potentially noisy 
activities is foreseen, however the industrial location of the site and distance from domestic 
receptors has deemed this risk as low.  
 
The activities which will increase due to the change in production and have significant noise levels, 
which have been assessed are: 

• Increased on site traffic 

• Increased traffic to site 

• Additional working machinery (highest risk deemed to be from the Dry Cooler to be 
installed) 

• Increased staff on site 
 

Management of Noise on Site 
 

• The majority of the noisy activities will take place within a contained building. 

• The building has been designed for minimal noise impact upon receptors i.e. all roller doors 
are located on the eastern and western walls of the building. Vehicle loading areas are 
located on the southern side, however these openings will only be used when a vehicle is 
loading/unloading, and therefore sealing the doorway. 

• A comprehensive noise assessment will be completed following the installation of the 
machinery. All practicable recommendations will be implanted. 

• Management of unexpected excessive noise will be undertaken and monitored as required.  

• Complaints from local business and domestic will be recorded and acted upon. 

• Deliveries will take place between 7am and 7pm whenever possible. 

• Staff training includes behaviour on site. 
 
Dry Cooler 
 
The Dry Cooler to be installed has a maximum dB of 97dB when working at full capacity. Based on 
the ambient noise data collected by Spectrum Acoustic Consultants in 2013, this noise level exceeds 
both the daytime (~45 to 75dB) and night time ambient levels (~42 to58dB). This machinery poses a 
higher risk to noise levels, however management of this risk has involved the location of the 
equipment at least 127m from the nearest domestic receptors. This distance should result in a 
minimum noise level drop to 55dB, which is within the normal day time and night time ambient 
noise levels recorded in 2013. This result does not include the reductions expected due to the 
location of the chiller on the eastern side of the building, and the barrier affect of the lagoon’s bund 
walls. Therefore it can reasonably be assumed that the received noise level will be significantly less 
than 55dB. 
 
Planning Responses 
 
Planning Application 17/008928/FUL, committee Report (Officer Report) from Hambleton council 
includes comment from EHO ‘4.6 Environmental Health Officer – No objection, noting that the site is 
within an industrial estate and adjacent to the A1(M) and therefore will not noticeably impact on the 
existing noise environment or impact on residential amenity.’ 
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Amenity of neighbours 5.12 The main impacts upon neighbours are anticipated to be associated with 
the potential levels of noise from the operation of the factory and vehicle movements associated 
with the despatch of products from the site. The detailed design of the building places loading bays 
and HGV turning spaces on the east and west sides of the building. The activity associated with the 
loading areas is anticipated to create noise; however there are no neighbours on adjoining property 
or in the vicinity that are noted to be noise sensitive and there is no reason to conclude that the 
development would give rise to harm due to the layout of the site. 
 
5.13 The size of the building and proximity to homes on Potlands, south of the site, has been 
considered. The intervening space between the rear of dwellings on Potlands, the width of the 
Wensleydale Railway Line land, SuDS pond and landscaping are significant resulting in a building to 
building separation distance of 127m.  
 
5.14 The intervening space is shown to be landscaped with a variety of trees and shrubs on a bank, 
though the range of species may be influenced by the need to reduce the potential of bird strike (see 
MoD response) the impact of the building is reduced by the landscape features as well as the overall 
distance.  
 
5.15 On the experience from the operation of the factory to date there is no reason to conclude that 
noise from the use of the extended factory would be likely to create any significant levels of noise 
that could cause harm to the neighbours of the site. The continued use of Conygarth Way as the sole 
vehicular access and the use of the Bedale bypass as a route to the primary road network would 
avoid impact upon residents on Leases Road. The increased movement of HCVs between the factory 
and the warehouses on the northern part of the site would create noise but that is within the 
context of the noise from vehicles on the elevated section of the A1(M) and using the industrial 
estate. It is considered that the noise level from the use including HCV movements and noise from 
the A1(M) would not be harmful or unduly intrusive, indeed the findings of the applicant’s 
consultants at the time of the automated warehouse application in 2013-14 was that the noise from 
the development would be negligible. There is no reason to conclude differently in this case. 


