23150

Noise Modelling Calculation Settings

Report: Li st of nodel

Model : Phase 3a -

Mbdel property

properties

Production testing

Description
Responsi bl e
Cal cul ati on net hod

Created by
Last accessed by
Mbdel created using

Day Period

Eveni ng Peri od

Ni ght Peri od
Conpound peri od

Val ue

Default terrain |l eve

Cont our cal cul ati on hei ght

Detail |evel receiver

results

Detail level grid results
Cal cul ation optimzation on

Fet ching radius [n]
Dynamic Error Margin
Renove inner walls
Terrai n node

Met eor ol ogi cal correction

Tenperature [K]
Pressure [kPa]
Air humidity [%

Air absorption [dB/knj

Ground attenuation

Barrier/ground attenuation
| OA- GPG Val | ey correction
lOA-GPG Linmit screening

Max. barrier att.
Barrier effect
Max. refl . di stance
Max. refl . depth

Predictor V2023 rev 1 Licensed to Spectrum Acoustic Consultants Ltd, Ireland

Phase 3a - Production testing

LLI oyd

#-1| I ndustrial noise|lSO 9613

LLI oyd on 14/09/ 2023
JWard on 03/05/2024
Predi ctor V2023

07:00 - 19:00
19: 00 - 23:00
23:00 - 07:00
Lden

Avg(Day, Evening + 5, Night + 10)
0

1.5

Source results
Total results
Yes

5000

Yes

Use full DTM

No net eorol ogi cal correction

293.15
101. 325
60.0

0.03 0.10 0.39 1.23 2.79 4.80 9.25 25.43 87.77
General nmethod, ground factor = 0.7
According to | SO 9613

No
No

According to |1SO 9613-1
Calcul ate barrier effect also for direct sight

1

formula 12

03/05/2024 12:35:48



23150
Noise Modelling Calculation Settings
Comment s

Predictor V2023 rev 1 Licensed to Spectrum Acoustic Consultants Ltd, Ireland 03/05/2024 12:35:48



