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Amendment Record
This Site Working Plan is reviewed to ensure its continuing relevance to the systems and process that it describes. A record of contextual additions or omissions is given below:
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The purpose of the Site Working Plan is to provide guidance for the general running of the site in line with the site permit. 
[bookmark: _Toc283194681][bookmark: _Toc295055140][bookmark: _Toc295071413][bookmark: _Toc295138511][bookmark: _Toc295214563][bookmark: _Toc295405670]The specified site is a material distribution and transfer station for construction, demolition and excavation (CDE) wastes located at Mohawk Wharf, Bradfield Road, Silvertown E16 2AX. The waste management licence area is shown in Appendix One. 
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	Section 34
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	Term
	Definition

	CDE Wastes
	Construction, Demolition and Excavation Wastes

	EA
	Environment Agency

	TCP
	Technical Competent Person

	EWC
	European Waste Catalogue 
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This Site Working Plan applies to all employees, including contractors and clients. 
Contractors or clients providing services or working with the company shall comply with this procedure or have in place arrangements that are equivalent. 
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5.1. Operations and Operational Times 
The waste management and distribution operations to be carried out at the site are:
Keeping of wastes for the purposes of recovery at a site other than where it was produced;
For the purpose of storing and CDE wastes produced by the construction industry, destined for recycling and recovery at the site prior to transfer to a material reprocessing facility; 
Keeping of waste for the purpose of storing CDE wastes prior to disposal off site
Treating of wastes for the purpose of increasing the recycling achievement of the site, identified wastes will be sorted into discrete streams best suited for re-use, recovery or recycling. The processes used to enable waste to be recycled, recovered or reused will include mechanical, physio-chemical stabilisation and biological treatment [or similar is the current system is varied at a later date] loaded by a 360 excavator or wheeled loading shovel. 

During the hours of operation vehicle and plant movements include tipper trucks, articulated Lorries, barges and the use of an excavator and front wheeled loading shovel. 

Mohawk Wharf holds a licence to operate 24 hours. However, the average hours of operation are between 06:00am and 18:00pm Monday to Saturday. 
All vehicle movements associated with deliveries to and from Mohawk Wharf will be between the following hours 07:00am to 19:00pm Monday to Friday and 07:00am to 13:00pm on Saturday. 

5.2. Permitted Wastes 
Table 1 shows the hazardous waste codes accepted at Mohawk Wharf 
	WASTE CODE 
	DESCRIPTION 

	01
	WASTES RESULTING FROM EXPLORATION, MINING, QUARRYING AND PHYSICAL AND CHEMICAL TREATMENT OF MINERALS 

	01 05 
	Drilling muds and other drilling wastes

	01 05 05 *
	Oil-containing drilling muds and wastes 

	01 050 60 *
	Drilling muds and other drilling wastes containing dangerous substances 

	17
	CONSTRUCTION AND DEMOLITION WASTES (INCLUDING EXCAVATED SOIL FROM CONTAMINATED SITES)

	17 01
	Concrete, bricks, tiles and ceramics 

	17 01 06 *
	Mixtures of, or separate fractions of concrete, bricks, tiles and ceramics containing dangerous substances

	17 02 
	Wood, glass and plastic 

	17 02 04 *
	Glass, plastic and wood containing or contaminated with dangerous substances 

	17 03 
	Bituminous mixtures, coal tar and tarred products 

	17 03 01 *
	Bituminous mixtures containing coal tar

	17 03 03 *
	Coal tar and tarred products 

	17 05 
	Soil (including excavated soil from contaminated sites) stones and dredging spoil 

	17 05 03 *
	Soil and stones containing dangerous substances

	17 05 05 *
	Dredging spoil containing dangerous substances 

	17 05 07 *
	Track ballast containing dangerous substances

	17 09 
	Other construction and demolition wastes 

	17 09 03 *
	Other construction and demolition wastes (including mixed wastes) containing dangerous substances 

	19 13 
	

	19 13 01 *
	Solid wastes from soil remediation containing dangerous substances 



Table 2 shows the non-hazardous waste codes accepted at Mohawk Wharf 
	WASTE CODE 
	DESCRIPTION 

	17
	CONSTRUCTION AND DEMOLITION WASTES (INCLUDING EXCAVATED SOIL FROM CONTAMINATED SITES)

	17 01
	Concrete, bricks, tiles and ceramics 

	17 01 01
	Concrete 

	17 01 02
	Bricks

	17 01 03
	Tiles and ceramics

	17 01 07
	Mixtures of concrete, bricks, tiles and ceramics other than those mentioned in 17 01 06

	17 02 
	Wood, glass and plastic 

	17 02 01
	Wood 

	17 02 02
	Glass 

	17 02 03
	Plastic 

	17 03 
	Bituminous mixtures, coal tar and tarred products 

	17 03 02
	Bituminous mixtures other than those mentioned in 17 03 01

	17 05 
	Soil (including excavated soil from contaminated sites) stones and dredging spoil 

	17 05 04
	Soil and stones other than those mentioned in 17 05 03

	17 05 06
	Dredging spoil other than those mentioned in 17 05 05

	17 05 08
	Track ballast other than those mentioned in 17 05 07

	17 09 
	Other construction and demolition wastes 

	17 09 04
	Mixed construction and demolition wastes other than those mentioned in 17 09 01, 17 09 02 and 17 09 03

	19
	WASTES FROM WASTE MANAGEMENT FACILITIES, OFF-SITE WASTE WATER TREATMENT PLANTS AND THE PREPARATION OF WATER INTENDED FOR HUMAN CONSUMPTION AND WATER FOR INDUSTRIAL USE

	19 13
	Wastes from soil and groundwater remediation

	19 13 02
	Solid wastes from soil remediation other than those mentioned in 19 13 01

	20
	MUNICIPAL WASTES (HOUSEHOLD WASTE AND SIMILAR COMMERCIAL, INDUSTRIAL AND INTITUTIONAL WASTES) INCLUDING SEPARATELY COLLECTED FRACTIONS 

	20 02
	Garden  and park wastes (including cemetery waste)

	20 02 02
	Soil and stones 



The amount of material to be stored on site at one time will be no more than 10,000 tonnes. 
The material will be stored for no longer than 6 months and dependent on the waste type i.e. hazardous requiring biological treatment will require longer storage durations compared with non-hazardous wastes requiring screening before transfer. Flammable materials will be stored no longer than 3 months. 
The annual maximum amount of waste to be accepted at Mohawk Wharf is 150,000 tonnes. 

5.3. Staffing and understanding the requirements of the site permit 
Mohawk Wharf will be supervised by the Technically Competent Person [TCP] or the Site Foreman and at least one member of staff who is familiar with the requirements of the waste management licence and its working plan, in particular the following:

1.    Waste acceptance and control procedures
2.    Operational controls and environmental monitoring
3.    Maintenance
4.    Record-keeping
5.    Emergency action plans
6.    Notifications to the Environment Agency (EA)

Due to the low number of staff present on site at one time, a record of attendance is not kept. However, all visitors to the site must sign in the visitor’s book located in the site office. 
The operations carried out on site will be under the direct control of the TCP or deputy. 
The TCP will ensure that a nominated deputy is sufficiently trained and familiar with the site working plan and company procedures, so that in the absence of the TCP the deputy will act as competent person. 
If there is a change of TCP or deputy, the EA will be informed of the change and the relevant details of the replacements will be given as soon as possible.
The minimum staffing levels on site are:

TCP					1
Mobile Plant operator			1
Weighbridge operator			1
Chemist				1
Administrator				1

A copy of the waste management licence, site working plan and other supporting documents will be kept available when required. 
All site staff will be given training to familiarise them with the requirement of the site working plan. 
The following information shall be notified in writing within 28 working days to the EA:

· Any change in the waste management licence holder’s trading name, registered name or registered office address.
· Any steps taken with a view to the waste management licence holder going into administration, entering into a company voluntary arrangement or being wound up.
· Any change to the site operator’s details or introduction of a third party to operate the site.

All works requiring concurrence by regulatory authorities will be notified to the authority in writing with at least seven days’ notice being given to the relevant authority or the intention to do so. The notification will include details of what work is being done and when.

5.4. Notification of Waste Handling Operations 
No specified waste management operation will be carried out until at least 14 days’ notice in writing has been given to the EA of the intention to commence carrying out the specified waste management operation.
In the event that the site ceases all waste management operations, either permanently or for longer than 28 days, then no later than 5 working days following the cessation of waste management activities, the waste management licence holder will inform the EA in writing of the date of cessation and the planned date of recommencement.  In the event that the site recommences waste management operations sooner than the notified date then the waste management licence holder shall give the EA at least 5 working days’ notice in writing.

5.5. Hardstanding and Drainage 
The whole site area, including the roadways to and from Bradfield Road into Mohawk Wharf, is of concrete construction. Surface water at Mohawk Wharf will enter a sealed drainage system that will enter a 3 part interceptor. The interceptor is emptied on a regular basis. 

The storage of waste from processing and materials will be on an area of concrete. This will be drained as described above. 
NOTE: The CDE waste operations will be undertaken in storage areas away from surface drains. 
All wastes will be stored within purpose built bays using 4 meter high concrete walls which will contain and separate stockpiles. Bays are clearly identified as follows: (1) lower level bays – marked A to G, (2) upper level bays – marked 1 to 6. Materials stored in Bays A to D are permanently covered. 
The bays for external materials storage are located on impermeable concrete and all push walls are provided of either concrete construction or interlocking sheet steel pile sections to a height of at least 0.5 metres above the maximum storage height where waste is to be stored against any boundary. 
Fuel for plant is located in a double bunded tank to a capacity of not less than 100% and is compliant with the Oil Storage Regulations. Fuel for vehicles is not stored on site. 
The covered storage areas are constructed of steel beams and metal corrugated sheeting. The welfare facilities are contained in a covered brick built permanent building. The site office is a portable cabin which has been installed as a permanent fixture at Mohawk Wharf. 

5.6. Site Construction Works 
Any future hard surfacing and drainage construction works, pipework, gullies and inspection pit construction in association with modifications to the transfer site will be subject to a fully documented and recorded site procedure covering all elements of the hard surfacing and drainage system construction and installation.
This will be recorded at the local planning authority’s Building Regulations department with a copy held by the responsible architect and a copy held at site.
Progress of the construction operation and site procedures programme will be supplied to the EA as required.
A final CQA Validation Report documenting the completion of all hard surfacing and drainage construction works in accordance with the site procedures plan will be produced at the end of the works and submitted to the EA.

5.7. Site Identification Board 
A site notice board will be located at the entrance to Mohawk Wharf and will display the following:

The name of the facility
The name, address and telephone number of the waste management licence holder
The waste management licence reference number
The hours of operation
The address and telephone number of the EA representative responsible for monitoring the site
24 hour emergency telephone number

The site notice board will be constructed from durable materials and maintained in a readable condition throughout the life of the site.
Signage will be clearly displayed at the entrance of the site and around the site to clearly direct staff and customers to the appropriate areas. The site traffic management plan will be displayed in the weighbridge office.  



5.8. Main Office 
The main office controls all waste reception, transfer and weighbridge activities. The main office will hold records of waste movements, site working plans, health and safety documents and all records of site operation in accordance with legal requirements. Paper copies of these records will be transferred to the Thames Wharf Office however; the documents can still be accessed through the site computer. 
The main office will be available for general site staff and will house the TCP. The Kitchen and Toilets will be available for all site staff. 

5.9. Site Access, Fencing and Gates 
The site is boundary is of high concrete walls with one side bordering the river Thames. The site is surrounded by other commercial users of a similar business.  
There is one access gate onto Mohawk Wharf from Bradfield Road, as seen in Appendix 3. Keltbray’s operations will require the use of the wheel wash and weighbridge. The entrance leads to these facilities and is used for all vehicle movements. 
When the site in closed, the gate will be locked. 24hour CCTV will monitor the gate and other parts of the site. 
Site security will be checked on a daily basis and any repairs will be carried out before the end of the working day if required. Any serious damage to the perimeter boundary will, if necessary, be temporarily repaired until such time that a permanent solution can be addressed within seven days of the defect being noticed. 
The site staff will be instructed that, in the event of finding evidence of unauthorised access and/or vandalism, the matter must be reported to the Police, the landlord and the TCP or his deputy. The TCP will then take the appropriate action and record the matter following the relevant procedure.

5.10. Lighting 
Flood lights are positions around the site boundaries as well as street lighting and security lights from the site office. All lights will be regularly inspected with any faults being resolved as and where necessary. 

5.11. Waste Operations 
The typical operations of the site will be for the reception, storage, treating of CDE wastes with the associated reception, storage and transfer of wastes and transfer of residual wastes for recovering/recycling. 
All incoming wastes will be placed within a self-contained bay before being transferred to a reprocessing facility. Material on site will be organised with the use of a front wheeled loading shovel and pickers/labourers. The material will be loaded for transfer by an excavator. Please refer to Appendix 3 for bay location and site layout. 
Tipper vehicles will enter the site, via the main gate, stop on the weighbridge and report to the main office. The weighbridge operator will check the driver’s waste transfer note before weighing the truck and making the driver aware of the designated route. The tipper vehicle will then pass through the wheel wash before being shown to the designated bay by the wharf staff, where the material can then be unloaded. All tippers must have their loads sheeted when entering and leaving the site, to prevent dust and debris from spreading around site and onto public highways. 
All tipper vehicles must then pass back through the wheel wash and report back to the weighbridge office before leaving the site through the main gate. A trained banksman will be on site when required. 
Treated materials and processed materials produced from the screener will be moved by mechanical means, such as loading shovels, and will be taken to Thames Wharf for storage prior to being re-used or recycled off site. 

5.12. Control of Mud and Debris 
Vehicle access to the site is from Bradfield Road, which is of tarmac and concrete construction.
All surfaces within the site are constructed of concrete.
The operator, Keltbray Environmental Ltd, has contracted a road sweeper to sweep the site and entrance road, ensuring no build-up of detritus through daily operations. This action reduces the potential for mud and debris being carried out of the site on to the public highway. The sweeper has been contracted on a daily basis with the waste being disposed at a licenced facility.  
The road sweeper has a built in water tank and will douse any open surfaces with water to minimise dust emissions; if necessary the roadway can be sprayed using the hose pipe located at the entrance to the site. 
Runoff water will be drained into the sealed interceptor drainage system.
In the event that debris, or other detritus, is generated from within the site it will be identified and controlled by standard site management practice, i.e. visual identification, site audits and will be recorded in the site diary. 
A wheel wash is located at the site entrance/exit, in which vehicles will pass through when entering and exiting the site to minimise mud and debris being spread through the site and access road. The wheel wash is inspected and cleaned out on an annual basis or as and when necessary. 

5.13. Potentially Polluting Leaks and Spillage of Waste 
Should any leaks or spillages from deliveries of CDE materials or from plant & equipment operation occur, they will be controlled in the following manner;
· The plant/vehicle or machine will be parked in a safe place and switched off to prevent further leaks or spillages. 
· Spill kits will be available and be used to contain and clear the contamination.
· Liquid spills and potentially polluting waste will be prevented from entering the surface water drains and river via the application of absorbent granules kept in the spill kits.  
· All areas affected by the spillage, including plant and machinery, will be decontaminated.
· Contaminated granules will be loaded into appropriate container for removal to a licensed disposal facility, under appropriate waste pre-notification regulations, as soon as practicable. 
· A significant spillage which, in virtue of its flow or quantity, is likely to enter the surface drains/river will be contained within temporary bunds until appropriate action can be taken to remove the liquid.
· In the event of a significant spillage, the EA will be notified as soon as possible.
· The TCP will complete the relevant accident/incident report. He will pass the information to those parties identified in the procedure.

5.14. Fires on Site 
A fire risk assessment has been carried out on site. 
Due to the nature of the business, volume and types of material held on site, the risk of a risk occurring is low. 
In the event that a fire is identified, the alarm will be raised and all staff will evacuate the site and go to the assembly point. The TCP and nominated fire warden will take control of the situation by referring to the site fire and emergency plan. 
Fire Extinguishers can be found at locations around the site and main office. The extinguishers can be used by trained and confident members of staff if safe to do so. 
All employees, contractors and visitors will be inducted and made aware of the fire procedures, escape routes and assembly point. All visitors must sign the visitors book on arrival so that in the event of a fire, can be identified at present at the assembly point. 
In the event of a fire, the following actions will be taken. 
· The alarm will be raised and the site evacuated 
· The fire warden and TCP will follow the fire and emergency procedure and take control of the situation 
· The London Fire Brigade will be informed of the emergency by the fire warden who will provide all the relevant details including address and COSSH 
· The TCP will check all employees are at the assembly point 
· The fire warden will make a final visual sweep of the main office and site to ensure the site has been fully evacuated if safe to do so
· The fire warden and TCP will lionise with the Fire Brigade
· Neighbouring properties will be informed 
· The EA will be informed 
· An accident/incident report will be completed 
· An investigation will be carried out and control measures updated to prevent further fires from occurring 

5.15. Waste Acceptance, Procedures and Unlicensed Wastes  
The qualified chemist will check the chemical analysis of all materials before being accepted on site. On arrival at site, trained personnel will complete visual checks of the material before it is weighed and designated to an appropriate bay.  
Duty of care records produced under the requirements of the Environmental Protection Act 1990 section 34 will be kept in the main site office located at Thames Wharf. These documents can also be accessed through the computer at Mohawk Wharf. 
All CDE materials delivered to the site will be under the constant visual surveillance of the site staff from point of arrival. Samples will be taken by the site chemist of all materials delivered. The samples are tested to make sure that the material matched the original analysis sent.  
Once discharged, the wastes will be controlled by trained operators that will, under the instruction of the TCP, ensure that materials are kept in the licensed areas. This will be achieved through manual and mechanical means. 
The TCP will be notified of any non-conforming materials and the material will be quarantined in a separate area/bay away from the other stockpiles. No further loads will be accepted from the site. The TCP will get in touch with the contract contact and inform them of the non-conforming wastes. A waste rejection form will be completed and copies will be sent to the waste provider. The material will then be reloaded onto the tipper truck and a copy of the waste rejection form will be given to the driver. In some cases, the load may be accepted and treated on site for recovery/recycling purposes.

5.16. Waste Quantity Measurement Systems 
The quantity of materials passing through the facility will be recorded via the weighbridge for each load. The weighbridge will produce accurate records, ensuring that the tippers do not exceed their legal limits and we do not exceed our limit as stated in the waste management permit. 
Our records will show the date and time of arrival on site, weight of load delivered, the name of the site the waste is coming from, the registration plate of the vehicle, the type of material, the waste carrier, the name and signature of the driver and the departure time. 
Information relating to the tonnages disposed at external facilities, such as other transfer stations, recovery plants or landfill sites are provided to the operator and this information will be used to confirm the tonnage returns to the EA.
Information to be recorded and maintained at the main office will include records of drivers’ tickets and the corresponding weighbridge ticket, in line with the duty of care regulations.
Waste Returns of the site inputs and outputs will be sent to the EA on a three month basis unless otherwise specified by the EA in the waste management licence.

5.17. Waste Handling, Treatment, Transfer and Disposal procedures 
The wastes types to be accepted on site are classified as inert, non-hazardous and hazardous, as detailed previous. 
All wastes will be delivered by road however; there is future potential of transportation from the River as established at Thames Wharf. There will be no casual trade and only account customers will be allowed to use the facility. 
The identification of suitable wastes prior to their arrival on site is of great importance. The aim of these procedures is to ensure, as far as possible, that sufficient information is provided by potential waste producers and/or carriers to enable the nature of the wastes to be adequately assessed against the acceptability criteria in the waste permit. 
All material brought onto site for treatment comes from establish customers of Keltbray Environmental and there is no casual customers permitted. 
Each contractor or client intending to dispose waste on the site will be requested to send a site/ground investigation of the waste producing site. This must include chemical analysis of the soils from sample trenches, window samples, boreholes etc. 
This information will be assessed by experienced technical staff who have both appropriate and professional qualifications and WAMITAB training/certification and capable of risk assessment rationale. 
Each contractor or client disposing of wastes in the site will receive a written statement of the types of waste that may be accepted on this site. In order to estimate waste handling/treatability copies of a full site investigation of the producing site will be required and must detail total and representative contamination concentrations in the waste soils expected to be produced (i.e. air dry and WAC tests for boreholes and trial pits across the site). For sites where sufficient information is provided further chemical analyses would NOT be required. 
For sites where there is not sufficient information (i.e. no site investigation, report, very few samples, or incomplete testing such as WAC only) further chemical analyses of the soil would be required, plus an accurate description of the waste and a description of the activities undertaken on the site from which the waste originates. Keltbray Environmental would then assess this information. 
If an enquiry is accepted then the client will be sent an email to inform them confirming that the waste is acceptable. If an enquiry is rejected then the client will be sent by Keltbray Environmental Office an email confirming that the waste is unacceptable. 

5.18. Aerial Emissions of Dust, Fibres, Powders or Particulates 
All incoming tipper trucks must be sheeted on arrival at site. The sheet prevents dust and mud from spreading into the air or falling on the floor. The tipper truck must pass through the wheel wash when entering the site.. 
The site boundaries have been erected higher than the stockpiles to contain the area and prevent dust from spreading to neighbouring properties. A dust suppression system surrounds the site boundaries and is used to dampen down stockpiles. The dust suppression system is on a timer but can be adjusted in accordance to the weather. In addition hand held hose are available as well as sprinklers if required. 
A dust monitor has been installed near the main office and will monitor dust levels. The TCP and another appointed staff member will receive a text or email alert when the levels have been exceeded. Email alerts are stored in the company S Drive, along with quarterly dust monitoring reports. Please refer to section 6 for associated documents. The storage of material, monitoring and actions to be taken will be carried out under instructions from the TCP or, in his absence, his nominated deputy.
When the site is closed the stockpiles are covered with fine mesh netting. The netting prevents the spread of dust but also allows water to pass through the surface to dampen stockpiles. 

5.19. Aerial Emissions of Odours 
All wastes accepted at the site that have the potential to release odour are discharged in the waste storage area and will be controlled by operator procedures to transfer putrescible and other non-hazardous wastes with the potential to putrefy to ensure that such materials are not resident on site for a period sufficient to release polluter odours. 
Prior to any contaminated soil being received on site, we request for soil analysis to be supplied and these reports are checked by the TCP who will determine the type of contaminates and assess their imminent and potential risk of odours produced during remediation process. 

5.21. Pest Infestations 
The material accepted on site is unlikely to attract pest infestations.  However, CDE wastes delivered to the site are directed to an acceptable bay and the period of residence on site will be controlled.  
Control of pests will be by pre-sorting wastes suitable for processing from other wastes with the ability to putrefy and supported by visual inspections by the TCP and site foreman and records will be kept in the site diary. 
Daily site inspections will identify any potential problems associated with pest infestations and control measures put in place, such as, faster turnaround of waste to be transferred or the appointment of a recognised pest control contractor.
In preparation for emergency planning and implementation of control measures during June 2012 – September 2012, a specialised pest control contractor visited Mohawk Wharf and classified the facility as Low Risk in respect to pest infestations. 

5.22. Attracting Scavengers 
CDE type wastes are unlikely to attract pest infestations. All wastes delivered to the site are directed to an appropriate storage area and through processing and storage will separate wastes with the ability to putrefy which will then be transferred from site on a daily basis.  

5.23. Wind-borne Litter 
CDE materials are unlikely to produce windborne litter. However, all materials delivered to the site are directed to the relevant storage bay, which is equipped with water based dust control measures. These combine to control the release of litter. 
All transfer vehicles entering and departing the site will be equipped with a sheeting system, either manual or automated, which will be operated prior to exit from the site. 
Visual inspections will be carried out by the site staff and any litter identified will be sorted by the use of pickers on site.
Wastes that may be deposited outside the waste processing area will be limited to clean loads of hardcore. These will be deposited in designated areas. The TCP will periodically inspect these areas each day for the presence of litter and give instructions for any litter identified to be cleared immediately. 

5.24. Waste Dispatch Control 
The removal of all CDE materials from the site will be subject to the duty of care requirements section 34, Environmental Protection Act 1990 and the Hazardous Waste Regulations 2005. All relevant paperwork will be kept in the main office and available for review. 
Materials that have been quarantined will typically be materials with incomplete chemical analysis and will be removed from site and consigned under the requirements of the Hazardous Waste Regulations 2005, and disposed of to a licensed facility. 
Records will be maintained at for a minimum two years for section 34, Environmental Protection Act 1990. 

5.25. Control of Vehicular Traffic 
The site is accessed directly from Bradfield Road which is constructed of tarmac to Highways’ standards and leads directly into the site. A secondary entrance will exist at the bottom of Bradfield Road. However, as vehicles must pass over the weighbridge, the secondary exit will be closed. 
Signs displaying the 5mph speed limits are displayed at the site entrance and around site. The speed limit is in place to avoid serious accidents and collisions. The current traffic management plan will be displayed in the weighbridge office and all drivers and staff will be made aware of this. 
A detailed Risk Assessment and Traffic Management Procedure have been produced for the purpose of this site. Please refer to Section 6 for associated documents. 


5.26. Surface Water Monitoring and Reporting 
It is considered that the risk of surface water from site operations is low due to the drainage systems installed and described above.

5.27. Operating and Maintenance Procedures for Surface Water Monitoring System
The interceptor located near the entrance of the site will be inspected and maintained by the site foreman. The TCP will arrange for the interceptor to be emptied every 6 months. 
Any damage affecting the serviceability of the installation will be repaired within 4 weeks from discovery or sooner if required.  In the event that the EA deem there to be a significant risk of pollution the operator and the EA shall agree a timescale to affect the required control of the actual or threat of pollution in writing. 

5.28. Control, monitoring and reporting of dust, fibres and particulates 
The potential for the facility to generate fugitive dust will be controlled by the installation of a water-based dust suppression system that is installed on-site for CDE type wastes.
Additional dust suppression is installed on the perimeter fencing that surrounds the external waste processing and storage areas. The system comprises a MDPE hose system with spray heads located at positions to provide water cover to the operational and storage areas of the site and is controlled by a timer. There is also a switch located in the yard that can be controlled by the TCP and experienced site staff.
The site has a wheel wash installed close to the exit to the site which is used by vehicles departing the site after coming into contact with mud generated during the loading of processed soils at site.
A hand held hose is available for use by site staff during dry and windy conditions at the site when conditions dictate additional dust suppression is required and when visual inspections of site operating conditions indicates the required use of the precaution.
In the event that dust, fibres or particulates build up at site the following procedures will provide suitable controls to prevent their escape from site.	
The control of dust, fibre and particulate emissions from the site will be controlled by written work instructions and shall be the responsibility of the TCP and experienced and trained site staff to carry out the required monitoring and recording of weather conditions within the site diary. 
All deposit and processing of inert, non-hazardous and hazardous wastes will be carried out within the area equipped with dust suppression measures. 
The storage of processed materials is covered by dust suppression system as described above.
Any activities causing such emissions from the facility will be immediately suspended until climatic conditions improve and/or appropriate dust suppression measures are implemented. 
In the event that complaints are received from neighbours or others regarding dust emissions from site being of nuisance or that during routine site inspections the Environment Agency observe dust being emitted from site operations to such an extent that they consider a nuisance being caused the operator shall instruct that operations cease until the problem has been resolved to the satisfaction of the Environment Agency.
Quantitative dust measurements taken by recognised consultants will be considered if the problem is ongoing.	
Monitoring of dust, fibres and particulates will be carried out by visual inspection by the TCP and senior and experienced site staff to ensure that the site is not generating unacceptable concentrations of dust, fibres and particulates due to its operation. The monitoring will consist of visual inspections of potentially problematic loads upon discharge in the waste reception areas and ongoing inspection of the site area and boundary by site staff during normal operations.
Additional quantitative monitoring will only be carried out should problems be reported by the EA or others or where it is considered necessary by the operator in order to be able to investigate such problems.
Should significant volumes of fugitive dust, fibres and particulates be generated at site as a result of the acceptance of a particular waste, additional control measures (dust suppression system, hand held hose, sheeting) would be applied until the dust levels return to normal as visually assessed by the TCP.

5.29. Control and Monitoring of Odours 
The deposit, storage and processing wastes at the site will be carried out within purpose built bays to manage the wastes and avoid cross contamination. The types, nature and quantities of waste licensed to be accepted at the site combined with the method of operations present a low risk of excessive odour generation by the operation of the facility.
The facility will handle general wastes, which may contain malodorous materials, which may not be identified until they are discharged into the waste reception area.
Waste discharged into a waste reception area that is found to be excessively malodorous will be identified and removed from site on the next transfer vehicle as soon as possible. 
The monitoring of odour generation and levels in general will be continuous throughout the daily operation of the facility by the site staff and action will be taken as appropriate to control and remediate any excessive generation.

5.30. Control and Monitoring of Noise 
The deposit, storage and processing of inert, non-hazardous wastes and hazardous wastes at the site will be carried out within the waste transfer bays ensuring noise levels during the management of wastes will be suitably controlled.
All plant, equipment and machinery are regularly serviced and maintained to ensure their good state of repair and operation is to manufacturers’ requirements.
In the event that complaints were received a noise survey would be carried out at recognised locations, including, close to operating machinery and at the site boundary.
Because of the location of the site it is unlikely that site operations will intrude above existing background levels. All equipment used on the site will be maintained such that no excessive noise is produced as part of site operations.
The site staff will ensure that the discharge of wastes and recyclable materials, the sorting of these materials and the delivery and removal of containers will take place in a controlled manner so that noise generation is kept to a minimum. 
The monitoring of noise levels generated by the operation will be on a continuous basis by the site staff and it will be their responsibility to identify and control any excessive noise that occurs.
If operations are found to cause excessive noise which results in complaints, the operations will be altered on site to bring the noise level down to an acceptable level. Active, quantitative monitoring by recognised external consultants will be undertaken if it is identified that problems are being caused. 
A record of any complaints arising regarding noise emissions and the actions taken will be kept in the site diary.

5.31. Control and Monitoring of Vermin and Pests 
The deposit, storage and processing of inert, non-hazardous and hazardous wastes at site will be carried out within the waste area ensuring the risk of pest infestation is low. 
All areas of the site will be inspected by the TCP periodically which will be achieved by clearing areas of the waste transfer area when required.
In addition to continuous monitoring by site staff, a specialist contractor will be consulted to inspect the site if there is reason to believe there is a presence of rats and other pests. The contractor will attend to any specified incidence of pests on request to ensure eradication.

5.32. Control and Monitoring of Litter 
The deposit, storage and processing of inert, non-hazardous and hazardous wastes at the site will be carried out within purpose built bays ensuring the potential for the release of litter is low.
Any escape of litter or spillage of waste materials from the operational area leading to the escape of fugitive materials will be carefully controlled throughout the working day by the TCP by routine site inspections based on environmental risk assessments and written procedures.
It will be the responsibility of the TCP and site staff to constantly monitor the site for signs of escaping materials either from within the waste deposition areas, or from vehicles delivering or removing materials to and from the site particularly during periods of windy weather.
Any escaping material adhering to perimeter fencing or the yard area will be swept or picked up on an ongoing basis. Particular emphasis will be placed on ensuring that fugitive material is not allowed to escape from the site area.
A final inspection around the site at the end of the working day and removal from perimeter fences, access road and operational area of any fugitive material will be part of the site staff’s daily routine.
In the event that there is an escape of litter from the confines of the site and into the local environment, it will be the responsibility of the TCP and site staff to arrange for litter picking of the affected areas within the working day. The operation or delivery generating the escape of litter will be stopped and thereafter controlled to minimise further releases and any container releasing fugitive material will be covered or removed from site immediately. Due to the operations on site, the likelihood of litter on site is very low. 
An excessive spillage of materials anywhere within the site or on the adjacent highway will be dealt with immediately by sweeping of the surface and litter picking if required. Such a spillage and the action taken will be recorded in the site diary.
In the event that a driver failed to sheet prior to departure from the site disciplinary means would be used to ensure no repetition occurred and this would be recorded in the site diary. 

5.33. Security and Availability of Records 
The records of waste and recyclable material throughputs will be kept at the site and will be available for inspection by an authorised officer of the EA during normal office hours. Copies are also stored on the company computer. 

5.34. Records of Waste Movements 
The site records will constitute a duty of care ticket system in accordance with section 34, Environmental Protection Act 1990, together with any special/hazardous waste consignment notes in accordance with section 62, Environmental Protection Act 1990/Hazardous Waste Regulations 2005. 
All waste movements to and from the site will be weighed.
Waste throughput returns will be forwarded to the EA on the agreed basis as detailed in the waste management licence.

5.35. Periodic Reporting of Environmental Performance 
The results of ongoing environmental monitoring will be kept at the site office and will be available for inspection by officers of the EA during normal office hours.
A summary of the environmental monitoring data can be provided to the EA, if required, in an agreed format. This could include; 
· In-house testing frequency and quality results, from daily inspections,
· Ongoing general monitoring of noise, dust, odour, etc., summarised from the site diary and incident notifications.

5.36. Site Diary and Records of Significant Events 
The following significant events will be recorded in the site diary, in accordance with the waste management licence:

· Plant and vehicle breakdowns. 
· Emergencies.
· Problems with waste received and any rejected loads.
· External Site inspections.
· Damage to site security. 
· Date of surface water monitoring.
· Problems with spillage of materials and action taken.
· Weather conditions when associated problems occur. 
· Incidence of drainage system or hard surfacing problems.
· Attendance time at site by TCP

The site staff will maintain a record of the above information as required. The site diary will be kept in the site office at all times and will be available for inspection during operational hours by any authorised officer of the EA.
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APPENDIX ONE – Mohawk Wharf Site Boundary 
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APPENDIX TWO – Mohawk Wharf Bay Allocation & Site Layout 
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APPENDIX THREE – Mohawk Wharf Traffic Management Plan
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