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Non-Technical Summary 

Greencore Bow manufactures high quality sandwiches, subrolls, wraps and other associated 
Food to go products for most of UK major retailers and other retail outlets. All products are 
manufactured and despatch daily, the site is a 24 hour operation. The factory assembles 
food and in some instances lightly bakes baguettes and toasties which are then packed into 
modified atmosphere packaging. 

There is a chilled production area where food is washed, defrosted and prepared. Following 
preparation the food is transferred into an assembly area where the sandwiches and 
baguettes are assembled on 10 linear production lines where various pieces of machinery 
are used to deposit and transfers ingredient onto bread to complete the sandwich making 
process. Where some of the baguettes and toasties require a baking, these are placed into 
small electric ovens. 

Finished product is packaged either using a flow wrap, bag sealing or skillet machines. The 
product then passes through a metal detector before being stacked into trays or boxes, 
product will then be stored in a blast chiller prior to despatching to customers. The 
production areas are cleaned continually and there is a deep clean period every day 

There is a Dissolved Air Flotation effluent treatment plant which is used to treat waste water 
before being discharged to an offsite waste water treatment plant under a trade effluent 
consent. The effluent treatment plant is included in this permit as a scheduled S5.4 A1 
activity.  

The effluent plant comprises of a balance tank, sludge collection tank, a chemical storage 
area for flocculent, a tank for storing coagulant and a holding tank. Effluent is screened to 
remove solids then deposited in a balance tank. The effluent is then pumped to a DAF tank 
where a coagulant and a polymer flocculent are used to reduce the suspended solids, 
reduce fats, oil and grease, sulphate and chemical oxygen demand before the effluent is 
discharged to foul sewer. Effluent sludge is pumped from the DAF holding tank to a sludge 
tank where it is stored until it is removed for off-site treatment.  
 
There are 2 gas powered water heaters and 1 steam generator these units have a combined 
thermal input capacity off 0.86MW 
 
Waste by product including, food, packaging materials and general waste are segregated 
and stored on site prior to removal for either recovery or recycling by approved waste 
contractors. The site is a zero to landfill. 
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