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1 Introduction 

MC UK were asked by the EA to provide a written document as to why a dust management 

plan is not needed for the site as part of the environmental permit variation. 

Guidance suggests that a dust management plan is required for the following activities: 

• keeping or treating (or both) aggregates, soils, ashes or similar materials 

• keeping or treating (or both) wood 

• keeping or treating (or both) household, commercial or industrial waste in a waste 
transfer station 

• keeping or treating (or both) household, commercial or industrial waste in a materials 
recycling facility 

• keeping or treating (or both) scrap metal 

• keeping or treating (or both) biowaste in the open, including the finished material 

• disposing of household, commercial or industrial waste in a landfill 

• recovery of household, commercial or industrial waste by deposit for recovery 

• receiving, processing or producing fine or dusty materials 

Primarily, MC UK do not carry out any of the above activities. Fugitive dust is not a 

foreseen issue where offsite receptors are concerned; activities performed onsite may 

produce small amounts of dust but only onsite personnel are likely to be affected and it is 

not a perceived issue that needs extensive management. The parts of the facility handling 

solids have been designed to reduce the potential for fugitive losses of dust, e.g. by: 

• Enclosing dry solids handling inside buildings or within equipment 

• Installing dust extraction systems and instigating procedures for solids spillage recovery 

• Using good housekeeping practices to make the site is clear of dust 

• Line 2 incorporates under water cutting technology which generates spherical pellets 
which produce less dust, thereby minimising the generation of dust at source.  

• Dry pellet lines are minimised to limit pneumatic transport, which promotes dust 
generation   

• Housekeeping – routine cleaning in warehouse to avoid dust accumulation  

• Dust filters – explosion panels/vents are in place 
 

Particulates (PM10) are released as part of the operation of the site and monitoring 

requirements for the packaging bag filters are specified in the permit, and it is expected 

they will be also for Line 2, but those emissions are outside of the remit of this particular 

dust management plan for fugitive emissions, for which dust emissions do not have set 

limits. A dust management plan was not required for the original permit application and 

the variation is essentially to duplicate the existing process line with improvements. 

Based on all of the above, it is therefore believed that a dust management plan is not 

required. 


