
REF: OMP  Odour Management Plan & Risk Assessment 

Introduction 

This plan has been prepared as part of the EPR permit application as there is one sensitive receptor (neighbouring dwelling houses) within 400 metres of the Restarigg and 

Parsons Field Instillations. 

 

 

 

Red Well Fisheries 

Restarigg Instillation 

Parson Field 

Instillation 



Restarigg Farm Operations 

The current operations involve two free range egg laying buildings housing three laying flocks. 

 

Laying Shed 1 is a deck based system operating a 15 month laying cycle. The shed is cleaned out as required and depletion, washed and disinfected ready for the new flock. 

Birds have access to a foraging/ shading area during daylight hours. All litter is contained within the building until clean out. The litter is removed off site by a contractor for 

spreading off land. Wash water and dirty water is directed to an underground tank.  

Laying Shed 2  houses flocks 2 and 3  and was completed in 2018. Manures are removed from the shed by conveyor daily to a trailer and removed weekly from site by a 

contractor. The manure is spread on land >4 miles from the site.  The system will again be a 15 month cycle with clean out waters directed to an underground tank.  

Lightly contaminated waters are directed to a soakaway.  

Description of the sensitivity of the site to determine the impact of odorous release.  

Restarigg Farm instillation is located north of Kirkby Lonsdale Road, Carnforth. The instillation is accessed directly off the highway (B6254) with buildings sett approximately 

150metres from the road. The natural land form slopes down to the north with the two laying sheds and ancillary buildings on a level site. The land rises to the east and 

north forming a natural basin setting.  

 

There is one sensitive receptor, a fishing and holiday lodge development to the south east. This development is located on the south of the B6254 where the aspect is to 

the south.   

Prevailing wind is from the southwest  

 

 

 

 

 

 

 

 

 

 

 

 



Risk Assessment  

Odour Related 
Issue 

Potential Risks and 
Problems 

Actions taken to minimise 
odour and odour risks at 
Restarigg Farm 

Receptor Consequence Probability of Exposure Risk 

Litter 
management 

Odours arising from 
wet litter 
The use of insufficient 
or poor quality litter. 
Spillage of water from 
drinking systems 
Disease outbreaks 
leading to wet litter 
 
 
 
 
 
 
 

 Feed and ventilation 
are managed to 
ensure litter is 
maintained in a dry 
and friable state.  

 Nipple drinkers 
minimise spillage 

 Daily checks of 
drinkers and checks 
of daily water 
consumption  

 Concrete floors to 
prevent water 
ingress 

 Insulated walls and 
ceilings to prevent 
condensation 

 Stocking density 
carefully monitored 
to prevent 
overcrowding  

 Use of a health plan 
and specialist 
veterinary input 
used as necessary 

Neighbouring 
property 
(Red Well 
Fisheries)  

Odour 
annoyance 

Unlikely  Not significant 

Shed clean out Spillages when 
loading spreaders 
transporting litter off 
site 

 Careful use of 
loaders to ensure 
spreaders are not 
overloaded and 
spillages on the yard 
area do not occur 

Neighbouring 
property 
(Red Well 
Fisheries) 

Odour 
annoyance 

Unlikely Not significant if 
properly managed 

Used litter Spillage of litter when 
transported off site at 

 Contractors 
instructed to travel 

Neighbouring 
property 

Odour 
annoyance 

Unlikely Not significant if 
properly managed 



depletion Layer Shed 
1 

at appropriate 
speeds within and 
off site. Staff 
available to remove 
spilled litter if 
required 

(Red Well 
Fisheries) 

Manure storage & 
removal from site 

Storage and spillage 
of manure when 
transported off site 
from Layer Shed 2 

 Manure trailer 
sheeted when 
loading cycle 
completed and 
during transport off 
site.  

Neighbouring 
property 
(Red Well 
Fisheries) 

Odour 
annoyance 

Unlikely Not significant if 
properly managed 

Carcass disposal  Inadequate storage of 
carcasses on site 

 Carcasses stored in 
deep freeze until 
collected by 
licenced fallen stock 
collector 

Neighbouring 
property 
(Red Well 
Fisheries) 

Odour 
annoyance 

Unlikely Not significant 

Dirty water 
management 

Standing dirty water 
during the production 
cycle or at clean out 
Applications of dirty 
water to land 

 Areas around the 
laying sheds are 
well drained and 
remain clean at all 
times 

 Dirty water and 
wash water 
collected in 
underground tank 
and removed by 
contractor to be 
spread off the farm.  

Neighbouring 
property 
(Red Well 
Fisheries) 

Odour 
annoyance 

Unlikely Not significant 

Odour control 

Appropriate controls consist the following: 

-Physical controls 

-Management controls 

-Monitoring 

 - Interaction and engagement with neighbours 

 - Procedure for dealing with, and acting on, complaints 

 -Contingency planning 



 

Physical Controls 

The physical controls of potential odour sources relate to storage and transfer of litter and manure. Litter is contained within Laying Shed 1 during the laying period. During 

depletion litter is removed from site in spreaders . Care is taken to ensure spreaders are not overloaded and vehicle speeds are restricted within and off site. 

 

Manure from Laying Shed 2 is stored in a covered trailer which is removed from site weekly. The trailer is never overloaded and covered when transported off site by 

contractor. 

 

Dirty washings are stored in an underground tank and removed off site by a contractor with a sealed vacuum tanker. 

 

Management controls 

Records are maintained of litter and manure transfers off site. Dockets are signed by the receiving farms and contractor.  

 

Monitoring and Management 

The site operator will make daily inspections of the site to ensure yard areas are clean and all manures and litter are dealt with in line with approved procedure.  Spillages 

will be cleaned up immediately. Weather conditions will be observed to ensure adverse weather conditions (i.e. warm weather and extreme hot periods) do not create 

potential odour issues.  

 

Interaction and Engagement with Neighbours and Receptors 

Complaints 

The site manager or assistant manager will respond as rapidly as possible after any complaints to carry out effective appraisal of the complaint by subjective assessment. 

Where possible this will be carried out at the location of the complaint to improve the identification of the odour. 

 

Proactive Engagement 

The Operator has a proactive relationship with neighbours who are encouraged to report any issues in respect of odour to allow early detection of problems. No odour 

related issues have ever been reported.  

 

A list of neighbours is maintained in case there is any emergency event with off-site consequenses.  

 

Odour Monitoring Procedures 

The operator will carry out pro-active monitoring of odours in the area around the instillations to detect any off site odours based on static “sniffing” following a standard 

format. 

The sites will be monitored routinely using subjective odour monitoring (sniff testing) by dedicated staff. 

Results of the assessment will be recorded in the site diary and daily monitoring sheet (Site Monitoring Sheet), which will be available for inspection in the site office.  



Prevailing weather conditions will be recorded.  

Any significant odour problems will be reported to the EA and Lancaster Environmental Health Authority as soon as possible. 

 

The monitoring will take account of the following guidance: 

 

A) Odour monitoring should be carried out by a person or persons who has/have not been working on the site within the proceding 2 hour period to avoid undue 

influence from odour “habituation”. 

B) Observations should, whenever possible be made by first “sniffing” on the upward side of the site ( varying on wid direction) to detect any off-site odours 

blowing across the site (e.g. from manure spreading in the area) 

C) Some assessments should be carried out during periods which would be most likely to cause odours (i.e when clean-out of Layer Shed 1 takes place) 

D) A full upwind and downwind assessment should be carried out as soon as practicable if a complaint is made.  

 

The logging procedure report forms are attached below. 

 

This plan will be reviewed when Laying Shed 3 (Parsons Field) is brought into operation and whenever a complaint is made. The plan will be reviewed every 3 years from 

when the permit issue date.  

 


