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MATERIALS KEY:

ERF ROOF
A EXTERNAL SHEET: Kalzip profiled aluminium standing
seam roof sheet.

FINISH: Mill finish aluminium, "Stucco embossed” finish.

OFFICES ROOF
B  Concrete to fall; useable as plant area.
FINISH: Waterproofing type tbc.

WALL CLADDING TO PLINTHS

C MATERIAL: Horizontal sinusoidal cladding as Euroclad
FINISH: Colourcoat Prisma,
COLOUR: Atalantis

WALL CLADDING TO ERF ABOVE PLINTH

D MATERIAL: Horizontal sinusoidal cladding as Euroclad
FINISH: Colourcoat Prisma,
COLOUR: Aquarius

TRANSLUCENT ROOF LIGHTS
E MATERIAL: Danpalon 16mm polycarbonate wall cladding H
system, laid vertically with internal fixing.
FINISH: Softlight. COLOUR: Ice.

LOUVRES
F  MATERIAL: Steel, to be integrated with adjacent cladding J
systems.

FINISH: Polyester powder coated.
COLOUR: To match adjacent plinth cladding.

OFFICE WALL CLADDING
G MATERIAL: Curtain wall glazing system

FINISH: T.B.C.
COLOUR: T.B.C.

BRISE-SOLEIL TO OFFICES

MATERIAL: Lightweight aluminium walk-on system
including access walkways and horizontal Brise-Soleil
with bird guards.

FINISH: Polyester powder coated. COLOUR: TB.C.

TRANSLUCENT WALL CLADDING TO BOILER HALL
MATERIAL: Danpalon 16mm polycarbonate wall cladding

FINISH: Softlight
COLOUR: Silver Grey

VEHICLE DOOR SURROUNDS

K MATERIAL: Steel U channel sections
FINISH: Polyester powder coated.
COLOUR: T.B.C.

EXPOSED STEEL STRUCTURE, EXTERNAL GANTRIES

AND HANDRAILS

L MATERIAL: Exposed steel to be hot dip galvanised.
FINISH: Painted to engineer's specification.

DOORS TO EfW

M MATERIAL: Steel faced up and over door or roller
shutter door.
FINISH: Polyester powder coated.
COLOUR: To match Plinth Cladding

27.8m/52.8m AOD

____________________ b AL R
22.4m/ 47.4m AOD
___________________ - R
___________________ e
-0.50m / 24.5m AOD
= m / 30.0m AOL
: Om DATUM 25.0m AOD

CHIMNEY STACKS

N MATERIAL: Steel.
FINISH: Polyester powder coated.
COLOUR: Goose wing grey

CURVED SCREEN TO ACCs

P MATERIAL: Perforated Kalzip aluminium, type
65/400/RV6/8 in horizontal bands.
FINISH: Polyester powder coated.
COLOUR: To match light blue cladding

HIGH-LEVEL LOUVRES

Q MATERIAL: Steel, to be integrated with adjacent cladding
systems.
FINISH: Polyester powder coated.
COLOUR: To match adjacent roof cladding.
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