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ALIGNMENT - (2) - LONGSECTION (1)

SCALE: H 1:1000,V 1:200. DATUM: 5.000
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ALIGNMENT - (3) - LONGSECTION

SCALE: H 1:1000,V 1:200. DATUM: 10.000
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ALIGNMENT - (4) - LONGSECTION

SCALE: H 1:1000,V 1:200. DATUM: 10.000

10

11

12

13

14

15

16

17

18

19

20

L
e
v
e
l

ALIGNMENT - (5) - LONGSECTION

SCALE: H 1:1000,V 1:200. DATUM: 10.000
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P01 13.06.2025 NC Initial Status RH MW

Notes

The Wave

PROPOSED LEVELS - WHOLE SITE SECTIONS
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The Wave, London

PRELIMINARY

Proposed Levels - Sections

P02

S0 - Work In Progress

1:1000

PROPOSED LEVELS

BUND LEVELS

EXISTING LEVELS

1. Finished Floor Level:
1.1. Lake levels: Option 2 (water level at 15.75)
1.2. Main Building Level: 16.400
1.3. Car Park Level: 17.050

2. Top soil strip: 200mm; Trees/Vegetation strip: 1m.
3. Contaminated material (1-2%) going off site: 865 m3.
4. All boulders / cobbles from cut screened, crushed and reused. Assumed at 15%

recovery on deeper excavations.
5. Camping Area not included in calculations.
6. North Park Area not included in calculations.
7. Proposed Attenuation ponds levels based on drainage drawings.
8. Construction depths applied:

8.1. Car Park / Road / Lake / Building - 600mm
8.2. Ponds / Landscaping - 300mm
8.3. Area between ponds - 200mm

9. Arisings included (3,500m3).
10. Geocellular Crate Storage volume included (900m3) as additional cut.
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