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DAF
KPI's

SS < 2,000mg/l
COD < 1000mg/l

ph > 7
Flow to deliver above

Max flow 18m3/hr
Normal operating flow between 8-10m3/hr ABP Tank

Daily analysis
pH > 7

SS < 2g/l
COD < 100g/l

Sulphate
Ammonia
Copper

Zinc
Chloride

Main Balance Tank
Daily analysis required

pH > 7
SS < 2g/l

COD < 100g/l
Sulphate
Ammonia
Copper

Zinc
Chloride

Main Break Tank
Capacity 10m3

Maximum level 3m
High level set point 2.5m

Operating level 1.5m
Min level .5m

Reactor 3
Capacity 60m3

Maximum pressure 100mb
Operating pressure 20mb

PRV set to 60 mb
Water trap releases at 80- 100mb

KPI's
Temp 36>40 degree c

pH 5.8 to 6.8
Upflow rate 2.5m3/hr minimum

Loading rate 1t COD/d
1.5t COD/d series operation

Reactor 4
Capacity 60m3

Maximum pressure 100mb
Operating pressure 20mb

PRV set to 60 mb
Water trap releases at 80- 100mb

KPI's
Temp 36>40 degree c

pH 5.8 to 6.8
Upflow rate 2.5m3/hr minimum

Loading rate 1t COD/d in parallel operation
1.5t COD/d series operation

Reactor 1
R1 feed pump to Nano
bubble treatment tank

Reactors 2,3,4,5
Re-circulation pump to

Reactors 2,3,4,5

FE DAF Unit
Via gravity overflow from R1

30m3/h capacity
pH 6>10

COD > 5000mg/l
SS > 500mg/l

Copper >
Zinc >

Sulphide >
Chloride >
Ammonia >

Bronze feed stock
Specification:

COD 100g/l >150g/l
DM > 8%

FE Nano bubble ozone
treatment tank

Nano bubble specification:
pH probe

Ozone specification:
Peroxide dosing:

pH Correction
Sodium hypochlorite

Polishing Tanks
Capacity 2 x 8m3 1 x 10m3 tanks

pH 6>10
COD > 5000mg/l

SS > 500mg/l
Copper >

Zinc >
Sulphide >
Chloride >
Ammonia
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Odour & Methane Scrubber
Odour extraction blower
Methane blower


