
 
 
 
 
 
 
 
 

 
 
 
  Example layout of inside non-ferrous storage area (pop out not to scale)  

Large metal sliding door entrance  

Stairs to upper walkway 

Upper walkway and miscellaneous 
storage area  

Miscellaneous 
storage lockers   

Fire door to office 
area   

Max inside storage capacities 
Lead (2 ton) 
Brass (6 ton) 
Batteries (2 ton) 
Copper (6 ton) 
Dry bright (2 ton)  
  

Weigh scales   

1m3 plastic pallet 
box 

Fire extinguishers   

1m3 plastic pallet 
box 

1m3 plastic pallet 
box 

1m3 plastic pallet 
box 

1m3 plastic pallet 
box 

1m3 plastic pallet 
box 

1m3 plastic pallet 
box 

1m3 plastic pallet 
box 



 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

                                     

                                     

                                     

                    
 

                 

                                     

                                     

                                     

                                     

                                      

                                     

                                     

                                     

                                     

                                     

                                         

                                     

                                     

                                     

                                     

                                     

                                     

                                     

                                     

                                     

                                     

                                     

                                     

 

Key: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

     
    C = combustible waste  
     
 
 

 

 Shear 

 

 

C 

 
 

 

  

 
Maximum waste dimensions provided in LxWxH (m)   

 
Impermeable Concrete surfacing  

 
Impermeable Hardstanding 
 
Covered building / Office  

 
Fixed / semifixed plant  
 
Roll on bins / area 
 
Store   
 
Combustible non-wastes (in tanks)  
(not necessarily to scale) 
 
Grass area 

 
Agricultural land  

 
Dense trees / hedges 

 
Fire extinguisher point   
(Howler alarms also to be added) 
 
Weighbridge / Scale    
 

Smoking area   
   

 
Interceptor 

 
On site water storage tanks (not necessarily to scale)           

 
Concrete bay wall               Dedicated firewall 

 
On site shipping container 

 
Quarantine area; permanent                 flexible  
Identified as Q1 and Q2 

 
Drainage direction  

 
Permit Boundary  
(enclosing bunded and secure perimeter barrier)   

 

 
 
 
 

 

Scale 

 
0m     10m     20m    30m    40m     50m 

  
 
Grid lines = 10m squares 
6 m separation distances shown as:  
 

 

    N  
 
 

‘Enva 
Plastics 
Ltd’ 

Residential properties  
(uninhabited) 

Staff and visitor car park  

Site office &  
non-ferrous 
storage (see 
attached) 

Vehicle & 
mobile 
plant 
workshop  

 

No. 1 & 2 
35x17x5  

Processed 
Ferrous 
Material 
(Frag)  
35x20x10 
 

Oversize  
15x10x4  

Fragmentiser 
fluff (C) 10x10x4)  

ELV Depollution 
shed, tyre bin and 
ELV storage area 
(C) (usually only 1 
ELV waiting depoll) 

Fragmentiser fluff (C) 3 bays, each 11.2x10x4m < 
450m3) (may be covered) 

Tool and compressor stores 

    
Shredder

 Zurich 

10x6x3m  

Shredder & 
Separation 

Downstream 
Separation  

Downstream 
Separation  

Tipper 
Tipper 

5,000L Diesel 
6,000L H&E oil   

Overnight mobile plant parking  

 Wash plant & associated area 

60,000L water 

20,000L 
water   

Gas bottle stores Paint store Security & CCTV cabin 

25,000L water   

Cast Aluminium 
10x25x4 

            20mm Fines 
               5x10x4 (C)  

Clean Aluminium 
10x25x6 

 

30,000L  
Diesel (for 
shredder) 

2 x 25,000L Water 
& hose 

Combustible waste stored in stockpiles 
within this central area is primality Irony 
Aluminium but for operational reasons, 
the exact location and composition of 
each pile will be kept flexible. The piles 
will always comply with FPP guidance with 
a 6 m separation distance from other 
combustible wastes. Severn 13.65x13.7x4 
m piles show the capacity of this area.    

Stainless 
steel 
7x7x3m 

Zurik / Zorba 
treatment / 
plant picking 
line 

Zorba 
10x30x4 

Zorba 
15x10x4 

Cast Aluminium  
             8x5x3 

 

 

Cables (C)       
36m3 skip  

Batteries  

Boxed in store 

Zorba  
10x10x4 

Water 
80,000L

0L 

Water & 
hose 
30,000L 

25,000L Diesel   
(for shredder) 
5,000L 
recovered depol 
oil /fuel  

ELV shells (for shredding) (C) 
20x9.35x4 < 750m3 

Light Iron (for shredding) (C) 
20x9.35x4 < 750m3 

440m2 (40x11)  

            Q1 

Fragmentiser fluff (C) 
Max 11x10x4 < 450m3 

Zurik (C) 
6x6x4 
 

20mm fines 
10x8x4 (C) 

Zorba 
5x5x4 
 

40,000L 
water   

25,000L Diesel   
2,000L waste oil 
 

Appendix 4 – PMR Site Operations Plan  
(September 2022) 

Water 5,000L 

25,000L water 

5,000L Diesel  
4,000L H&E oil  

2,500L H&E oil 
18,000L Diesel 
 
 

5,000L Diesel 

250L Diesel  

20,000L Gas Oil 

5,000L Diesel 

    

2,000L 
waste oil  

2,500L 
H&E oil 

1,500L 
waste oil  

Wet 
Residue (C) 
5x5x4m  

Contaminated 
steel shearing (C)  
20x9.35x4 < 750m3 
 

Non-contaminated  
steel shearing  

22x18x6 

    

C 

C 

C 

C C 

Tyre storage bin 
36m3 skips 

Zurik (C) 
10x10x4m 

Car / van unloading 
              13x5.5x3 

Approx.  
   125m2   
      Q2 

Light iron  
18x10x4 (C) 

Water & hose 
2x 5,000L 

Fragmentiser 
fluff (C)  
  11x10x4   

Alloys 
5x7x3m 

Copper 
10x5x4

0L 

Copper  
10x5x4 

20mm 
Zorba        
36m3 skip  

20mm fines  
10x8x4 (C) 

Light Iron (for loading shredder) (C) 
13.65x13.7x4 < 750m3 

Zorba 
10x8x4  

Large residue 
5x8x4 (C) 

  Water & hose  
      5,000L            

 

Clean Zurik (C) 
6x6x4 
  

Depolluted engines  
45x19x10 irregular shape 
for feeding the shredder 
and maintaining 6m 
separation 
 

C 

Wet Residue 
(C) 10x11x4 


