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Appendix 25 – Site Drainage and Infrastructure 
 
SITE DETAILS 
 

 

Name of the applicant 3R Technology UK Limited 

Activity address Unit 21-22 Roman Way, Longridge Road, Preston, PR2 5BB 

National grid reference SD 58148 32763 

 
Below is a summary of the site drainage and infrastructure at the above site, please see drawing no.7 
Site Drainage Plan for illustration. 

 
Main Building 
 
Drainage 
 The building has no internal drains on the building floor, so there are no open drains where the 

treatment of WEEE will be carried out. 
 Surface water drainage runs under the building floor and connects the external yard at the rear 

with the release point to surface waters at the front of the site.   
 The roof of the building has 2 valleys, there are specific points along those valleys where the rain 

water falls down internal pipework which are positioned next to the columns which run internally in 
the building, the internal pipework is connect to the surface water drainage that runs under the 
building floor.   

 The bottom of the internal pipework from the roof will be sealed around the column casing which 
houses the pipework to prevent any waters or waste stored or treated internally to enter the 
surface waters.  Any damage to the column casing will be repaired within 7 days and waste 
removed from around the area to prevent surface waters mixing with the waste stored in the 
building. 

 Clean surface water from roofs, or from areas of the site where the water cannot run off stored 
waste or from areas not connected with treating waste, will be discharged directly to surface 
waters. 

 
Infrastructure  
 Fully impermeable pavement internally 
 
External - rear 
 
No waste will be stored in the external rear yard.  This yard is used for a vehicle weighbridge and the 
turning of vehicles. 
 
Drainage  
 External yard area is connected to surface water drainage that runs under the building floor. 
 Main delivery area of external storage area has an interceptor to remove any oil that may leak 

from hydraulics of a vehicle or fork lift truck. 
 Gully runs across a 1/3 of the building in front of the building, this gully is connected to the surface 

water drainage that runs under the building floor. 
 

Infrastructure  
 Fully impermeable pavement  
 Kerbing (ordinary residential style) around main yard except across main access gate 
 Main access gate comprises of a double gate and rising barrier arm, located in north corner of 

yard 
 
External - front – including car park  
 
Drainage  
 Surface water drainage 
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Infrastructure  
 Fully impermeable pavement  
 
 
WC 
 
 Foul connection to public sewer  
 
Emergency Closure Surface Water Drainage 
 
 Lock off point of surface water connection to be installed at grid reference SD 58158 32708.  The 

lock off valve will be able to be closed with a switch locked at the front of the offices, it will be 
installed here so that it is away from the permitted area and so that it can be accessed 24/7 

 Lock off point once closed for emergency situations would allow water to be held in the surface 
water drainage systems and to then pool on site in the waste storage area. 

 Perimeter of site has 3 inch deep kerbing to aid containment and water can be held in surface 
water drainage system. 

 


