CBE Plus – Environmental Permit Application 
Appendix 9 – Directly Associated Activities (DAAs)
	Name of DAA 
	Description of the DAA 
	Schedule 1 Activity for which the DAA Serves 

	Storage and handling of raw materials 
	Storage and handling of raw materials used for surface treatment of metals; metals to be treated, coating and treatment (process) chemicals, spray-booth chemicals, machine oils, cleaning chemicals, ETP treatment chemicals and fuel. 
	2.3 Part A(1)(a) 

	Cooling and refrigeration 
	Ammonia and F-Gas storage providing cooling and refrigeration of process activity areas.
	2.3 Part A(1)(a) 

	Paint booth and cleaning of spray painting equipment
	Spray painting of parts and components to CBEP client specification. The resultant cleaning of the spray nozzles used in the painting process.
	2.3 Part A(1)(a)

	Laboratory testing
	Laboratory testing of parts and components to ensure resistance to corrosion.
	2.3 Part A(1)(a)

	Handling and storage of waste materials 
	Handling and storage of waste materials arising from product manufacturing and ETP treatment.
	2.3 Part A(1)(a) 

	Storage of finished product 
	Storage of finished product within the site warehouse.
	2.3 Part A(1)(a) 

	Treatment of trade effluent 
	Treatment of effluent via pH neutralisation within an on-site effluent treatment plant prior to discharge through sewer, via discharge consent. 
	2.3 Part A(1)(a) 

	Air extraction and abatement systems
	LEV System extracting vapour from the plating operations and spray painting to stacks outside of the building.  Stack emissions monitoring annually
	2.3 Part A(1)(a)

	Effluent Treatment
	On site effluent treatment plant processing aqueous waste from plating and discharging to sewer within agreed Yorkshire Water consent limits.
	2.3 Part A(1)(a)

	Material storage and handling
	Chemical stock used for surface treatments and associated testing stored on site and handled to create process solutions
	2.3 Part A(1)(a)

	Spray Painting
	Spray painting of components both for a) commercial aesthetics/corrosion protection and b) to mask areas to be isolated when performing plating.
	2.3 Part A(1)(a)



 

