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	Report Details


	: 
	Completed By
	: 

	Date & time of report
	: 
	Job Title
	: 

	Last Report
	: 
	Site Conditions
	:


	LTP compliance checklist
	Yes
	No
	N/A
	Comments

	Yard:
	
	
	
	

	Gates and Fences – Secure from Walkround
	
	
	
	

	Access Road (cleanliness)
	
	
	
	

	Concrete condition on surrounding road N.B. identify areas for work on action plan
	
	
	
	

	Bund daily check completed – See bund inspection
	
	
	
	

	Dust (walk the perimeter) 
	
	
	
	

	Odour (walk the perimeter – Must be completed while operational) - & Nature of odour
	
	
	
	

	Noise (walk the perimeter)
	
	
	
	

	Pests (evidence of infestation)
	
	
	
	

	Litter
	
	
	
	

	Check external condition of concrete – Note issues
	
	
	
	

	Drainage channels free from solids 
	
	
	
	

	Storage bays for bulk solids within capacity 
	
	
	
	

	Storage bays for packaged material within capacity
	
	
	
	

	AVCs labelled and within capacity
	
	
	
	

	Tanks <90% fill. If approaching >75% then action loads out
	
	
	
	

	Daily Plant checks completed – Telehandler, Excavator, FLT
	
	
	
	

	No trailing leads / plugged in devices
	
	
	
	

	Soakaway clear, with capacity
	
	
	
	

	Tanks / Bays Labelled
	
	
	
	

	Office:
	
	
	
	

	Laboratory area is clean
	
	
	
	

	No trailing leads or plugged in devices etc
	
	
	
	

	FLT Daily checks completed by operators
	
	
	
	

	Stock take completed by chemist
	
	
	
	

	Temperature Checks on Rags Completed OP11-DCL-02-Temperature Checks
	
	
	
	

	Temperature check rest of site complete ​ OP11-DCL-02-Temperature Checks
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