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Non-Technical Summary
Wilson James Limited (WJ) operates the West London Construction Consolidation Centre (WLCC), a small-scale waste collection and consolidation facility located within Communications Park, adjacent to Steyning Way, in the London Borough of Hammersmith and Fulham.
The site operates as part of a managed waste collection service for construction clients. Waste is collected from client sites in covered 660-litre wheeled bins and transported to the WLCC using WJ vehicles operating on a milk-round basis. Vehicles typically include vans or heavy goods vehicles, depending on route requirements. On arrival at the WLCC, full bins are offloaded and placed within designated areas of the yard pending onward transfer.
The primary waste stream handled at the site is Mixed Construction and Demolition Waste (EWC 17 09 04). Additional construction waste streams are accepted as detailed in Section 2.1. No hazardous or COSHH-classified waste is accepted or stored on site. Plasterboard and concrete are segregated at client sites and are not processed at the WLCC. The site accepts up to 500 tonnes of waste per annum.
The site does not undertake waste treatment, sorting or processing activities. Waste is not crushed, screened, shredded or otherwise mechanically processed. The only activity undertaken is temporary storage and consolidation prior to removal by a third-party waste contractor. Waste is compacted only during removal from site by the appointed waste contractor and is subsequently transported to a Materials Reclamation Facility (MRF) for recovery and recycling.
All waste is stored externally within covered 660-litre wheeled bins or within a covered 40-yard skip. Waste typically remains on site for a short duration, generally 2–3 days, before removal. The site does not contain a dedicated waste processing or storage building.
Operational housekeeping controls are in place to ensure that waste handling areas are always kept clean and tidy. Following emptying or handling activities, bins are returned to their designated locations, brakes are applied and checked, and any loose material is removed immediately to prevent slip, trip or fall hazards and to minimise the potential for dust generation.
During waste collection at client sites, warehouse operatives inspect bins to ensure they are not overloaded or contain unsuitable materials, including hazardous waste or heavy block materials. Bins that are overloaded or contain unacceptable materials may be refused. Any issues identified are reported to the Warehouse Manager or Supervisor and managed in accordance with site procedures.
The site is not located within an Air Quality Management Area (AQMA). Due to the nature of the activities, the containerised handling of waste, the low throughput of material and the absence of dust-generating processes, the potential for dust or particulate emissions is considered minimal. No fixed abatement infrastructure is required or installed. Dust control is achieved through containment, covered storage, limited handling, good housekeeping and short storage durations.
The site plan for the West London Construction Consolidation Centre is included with this submission and illustrates the site layout, access arrangements and designated waste handling areas.
2.1 Waste deliveries
Waste is transported to the site by road using an 18-tonne curtain-sider vehicle fitted with a 1.5-tonne tail lift. All vehicles used for waste deliveries meet Euro VI emission standards, which minimises exhaust emissions and associated air quality impacts during transit.
Waste is delivered to site in covered 660-litre wheeled bins, and any loose palletised waste is placed into a 40-yard skip, which is kept netted when not in active use. All waste deliveries to the site are undertaken using the site operator’s own vehicles. Customers do not deliver waste directly to the consolidation centre, ensuring that vehicle movements and waste presentation are controlled and consistent.
Only non-dusty construction waste streams are accepted. Dusty loads are not brought to site, and no waste sorting, treatment or processing activities are undertaken. Waste is stored in the form in which it arrives and is compacted only by the appointed waste contractor during removal from site. Handling activities are limited in duration and frequency, which further reduces the potential for dust generation.
Waste transfer notes are maintained for all waste movements, alongside client waste call-off requests. Due to the small scale of operations, the site does not have an on-site weighbridge. Waste inputs are therefore quantified using weighbridge data provided by the third-party waste contractor at the point of removal from site.
The controlled nature of waste deliveries, combined with the use of covered containers and compliant vehicles, ensures that the potential for dust and particulate emissions prior to arrival at the site is minimal. 
The site will be operated under a written management system that ensures compliance with environmental regulations and minimises risks to air, land, water, and human health. Measures will be in place to control dust, litter, and noise, and to prevent fires. The site will also operate in accordance with a Fire Prevention Plan, where required.

