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Sol Environment Limited 
7 Greenway Farm, Bath Road, 
Wick, Bristol, BS30 5RL 
 
t. +44 (0) 1684 572727 
enquiries@sol-environment.co.uk 
 

 
Brenda Graham, 
Permitting and Support Centre, 
Quadrant 2, 
99 Parkway Avenue, 
Parkway Business Park, 
Sheffield, 
S9 4WF 
 
Date: 16th December 2019 
 
Our Ref: SOL1909CL01 
 
Dear Brenda,  
 
RE: CLINITEK (MALVERN) LLP – HAYLERS END ENERGY RECOVERY PLANT (EPR/SP3507PN/A001) 

 

Further to your NDM letter dated 4th December, please find below response to each of your questions in turn: 

1. Application form F1 has not been signed by an appropriate person, resubmit part F1 signed appropriately in 
line with our guidance. (the person who has signed F1 is not named as a director on Companies House, the 
letter of incorporation is signed by another person, we need to a letter of authorisation or F1 to be signed by 
a director). 

Please refer to the letter of authorisation in Annex 1 of this letter. 

2. Supply details of the oil waste treatment plant, this should include the actual capacity of the plant to treat 
waste oil, how much you intend to treat annually, the location of the treatment on site and all appropriate 
assessments to ensure pollution is avoided and where that is not possible is kept to a minimum.  

The site will be accepting waste oil to burn as an alternative to the gas oil during steady state incineration.  The 
waste oil demulsification plant is required to remove water and solids from waste oils to allow them to be pumped 
forward and combusted in the fuel burner used to maintain the temperature within the incinerator chamber.  

The plant will be able to process 300,000 litres of waste oil per year resulting in a treatment capacity of 37.5 litres 
an hour. 

Waste oil will be accepted on site in barrels and stored within a shipping container prior to transfer to the 
demulsification plant. The plant will be capable of removing particulates down to 100 microns. The viscosity of 
the oil after demulsification for delivery to the 2,000 litre clean waste oil storage tank will be no greater than 50oE 
at 50oC.  

The waste oil barrels will be stored within the 20ft shipping container shown on the site plan provided within 
Annex 2 of this letter.  The waste oil demulsification plant and clean waste oil tank is located where the site plan 
is labelled ‘oil tank’.
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The unloading of delivery vehicles and storage of waste oil barrels will take place externally upon a kerbed area 
of sealed hardstanding.  In the event of a spillage, this area can be isolated via a valve resulting in containment of 
the spillage within the kerbed area. 

The entire oil demulsification plant will be located within a shipping container. The shipping containers are of steel 
construction, fully contained and leak proof, creating both the secure and sealed storage for the treatment of 
waste oil on site.  The use of purpose built shipping containers of this nature eliminates the risk of any rainwater 
run-off from site, reduces fire risk and minimises the risk of odours. 

3. You need to send us an Noise and Vibration Management Plan. This should meet the requirements of our 
Horizontal Guidance for Noise Part 2 – Noise Assessment and Control 
(https://www.gov.uk/government/publications/environmental-permitting-h3-part-2-noise-assessment-and-
control). 

Please refer to the Environmental Noise Impact Assessment and modelling files provided within Annex 3 of this 
letter.  

4. With respect to process effluent please confirm all effluent is to be tankered off site, as the drawing in the Site 
Working Plan refers to connection to foul sewer? 

All effluent on site is to be tankered off site as stated within the application support document.  

Please refer to the site drainage plan provided within Annex 4 of the letter.   This shows that any foul drainage 
from the bin wash drains and collects to the cesspit, the contents of which are removed from site via tanker.  

 

Should you have any further questions in relation to the above please do not hesitate to contact me. 

 

Yours sincerely,  

 

Sophie Perrin 
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ANNEX 1: AUTHORISATION LETTER 
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ANNEX 2: SITE PLAN  
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ANNEX 3: NOISE IMPACT ASSESSMENT 
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ANNEX 4: SITE DRAINAGE PLAN 

 

 


