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Sorting line – selected storage beneath 

Chiller 

Erema 

Granulator 

shredder 

 

Tank 

336,000

litres 

Pump house – 

sprinkler system 

 

 

Offices Quarantine area 17 x 

7 x 2m high (238m3) 

Sliding security gate 

Fuel storage 

Pre-existing metal partitions (3m high) 

New Concrete block walls (3m high, inside) 

Product storage – 

plastic pellets in 1 

tonne bags (2m3) 
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Concrete block wall 

– lined with steel 

plate to 3m high. 

New concrete block walls 

(4m high, outside) 

Baled plastics piles 

Outside; 

a - 12x12x3 = 432m3 

b – 12x11x3 = 396m3 

c - 12x12x3 = 432m3 

d – 12x11x3 = 396m3 

e – 12x10x3.5 = 420m3 

Inside. 

h – 16x14x2 = 448m3 

Baled cardboard piles 

f – 12x8x2.5 = 240m3 

g - 16x14x2 = 448m3 
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Building 
Drier 

WTPlant 
 

Yard 

Car park 

Building 

Storage cupboards for spillage 

kits, retention barriers and 

dammit mats 
Overnight parking 

of forklifts 

General waste skip 

(10m3)  

Scrap metal/ baled cans (10m3) 

 - Currently not used 

  

 

 

Fire and Rescue 

Services Access 

Scrap metal 

skip (6m3) 

Reel Splitter 

Gas bottle cage 
Propane, Acetylene, Oxygen and Argon 
 

Erema control panel – mains switch 
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DTS04a     DTS Trading Ltd – Site Layout – drainage (revised 2022)   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 Open Drains to be covered in an emergency 

 Yard and roof drainage, inspection points. 

                                                                                                                                                                                                                                    Foul drainage, inspection points. 

                                                                                                                                                                                                                                    Position for temporary barriers to retain firewater. 
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Combined 

drainage, 

leaving site. 

In an 

emergency 

-drain to be 

blocked at 

inspection 

point using 

bung. 

 

Building 

Yard 

Speed bump 0.15m high 

(permanent retaining 

bund)  

New - Cut off drain 

Provision to block Erema area, 

 cut-off drains - at inspection cover 

Small access 

door with 

permanent 

retaining 

bund across 

doorway 
Water Treatment 

Plant connection 


	Site Layout
	Site layout - drainage

